
 

 

 

 

 

 

Works with any WideTEK Scanner 
Place Behind Scanner and Start 
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Accessories 
 

Stacker  
Boost Productivity for Wide 

Format Documents 



Transparent Document Carriers 
 
For details, contact Image 
Access or your salesperson for 
Image Access products. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Features of the WT44STACK-1000 

• Precisely stacks up to 200 documents up to 44” wide and 67” long. 

• Supports multiple media from newspaper to heavy bond. 

• Automatically adjusts to the speed of the scanner. 

• Doubles productivity and preserves delicate documents. 

• Heavy duty, all metal design - Made in Germany. 

 

Improve productivity immediately and carefully handle almost any 

quality large format documents with the WT44STACK-1000 

WT44STACK-1000 

 

The WT44STACK-1000 stacks up to 200 44” wide documents of a wide 

variety of media accurately and precisely. From newspapers to heavy bond 

material, the stacker holds it all. 

The WT44STACK-1000 works seamlessly with any WideTEK scanner, 

even the WideTEK 36DS double sided scanner. As soon as the document 

leaves the scanner, a sensor is activated, and the stacker gently pulls out 

the document from the scanner. The stacker automatically adjusts to the 

scanning speed and needs no further adjustments. 

 

 

 
 
 

 
 

 
IMAGE ACCESS GMBH IMAGE ACCESS LP 
  
Hatzfelder Str. 161-163 

42281 Wuppertal, Germany 

Phone: +49 202 27058-0 

 

www.imageaccess.de 

2511 Technology Drive, Suite 109 

Elgin, IL 60124, USA 

Phone: +1 (224) 293-2585 

 

www.imageaccess.us 
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TECHNICAL DATA 

Paper Width up to 1118 mm (44 inch) 

Paper Length up to 1700 mm (67 inch) 

Stacking Capacity up to 200 sheets (80 g/m²) 

Paper Entry Height 660 - 1170 mm (26 - 46 inch) 

Dimensions (H x W x D) 710 - 1220 x 1350 x 970 – 1515  mm (28 - 48 x 53 x 38 - 60 inch) 

Weight 66 kg / 146lbs. 

Electrical Connection 90 – 240 V AC, 47 – 63 Hz 

Power Consumption 15VA operating 

Operating Temperature 5 to 40 °C, 40 to 105 °F 

Relative Humidity 20 to 80 % (non-condensing) 

Noise < 30 dB(A) 

 




